
Product Name Voltage Heat 
Area  
(sq. ft.) 

Heat 
Area 
(m2) 

Cable 
Length 
(ft.) 

Cable 
Length 
(m)

Watts Total  
Resistance 
Ω 

ARDEX UH 910-15 120 15 1.4 39.6 12.1  150 96

ARDEX UH 910-22 120 21.5 2 57.9 17.7  225 64
ARDEX UH 910-28 120 28 2.6 78 23.8 300 48

ARDEX UH 910-36 120 35.5 3.3 98 29.9 375 38.4

ARDEX UH 910-42 120 42 3.9 118 36.0 451 32

ARDEX UH 910-49 120 48.5 4.5 136.4 41.6 525 27.43

ARDEX UH 910-55 120 55 5.1 156.4 47.7 600 24

ARDEX UH 910-63 120 62.5 5.8 176.4 53.8 675 21.33

ARDEX UH 910-68 120 68 6.3 196.4 59.9 750 19.2

ARDEX UH 910-81 120 81 7.5 234.8 71.6 900 16

ARDEX UH 910-95 120 95 8.8 274.8 83.8 1,050 13.71

ARDEX UH 910-108 120 107.5 10 313.2 95.5 1,200 12

ARDEX UH 910-122 120 121.5 11.3 353.2 107.7 1,350 10.67

ARDEX UH 910-134 120 133.5 12.4 391.6 119.4 1,500 9.6

ARDEX UH 910-151 120 150.5 14 439 133.8 1,679 8.58

ARDEX UH 910-15 240 15 1.4 39.6 12.1 150 384

ARDEX UH 910-22 240 21.5 2 57.9 17.7 225 256

ARDEX UH 910-28 240 28 2.6 78 23.8 300 192

ARDEX UH 910-36 240 35.5 3.3 98 29.9 375 153.6

ARDEX UH 910-42 240 42 3.9 118 36.0 451 128

ARDEX UH 910-49 240 48.5 4.5 136.4 41.6 525 109.71

ARDEX UH 910-55 240 55 5.1 156.4 47.7 600 96

ARDEX UH 910-63 240 62.5 5.8 176.4 53.8 675 85.33

ARDEX UH 910-68 240 68 6.3 196.4 59.9 750 76.8

ARDEX UH 910-81 240 81 7.5 234.8 71.6 900 64

ARDEX UH 910-95 240 95 8.8 274.8 83.8 1,050 54.86

ARDEX UH 910-108 240 107.5 10 313.2 95.5 1,200 48

ARDEX UH 910-122 240 121.5 11.3 353.2 107.7 1,350 42.67

ARDEX UH 910-134 240 133.5 12.4 391.6 119.4 1,500 38.4

ARDEX UH 910-151 240 150.5 14 439 133.8 1,679 34.31

ARDEX UH 910-172 240 172 16 510.8 155.7 1,954 29.48

ARDEX UH 910-194 240 194 18 569.2 173.5 2,177 26.46

ARDEX UH 910-216 240 215.5 20 635.5 193.7 2,431 23.69

ARDEX UH 910-248 240 247.5 23 744.8 227.0 2,849 20.22

ARDEX FLEXBONE® HEAT Cable Sizes and Information


